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Cell-Con, Inc. nickel metal
hydride / nickel cadmium
smart chargers are designed
to charge packs made 
of either rechargeable 
chemistry. Each model 
is capable of charging 
various quantities of cells. 
Chargers are based on a 
nominal, universal input 
of 90-264VAC/50-60Hz.

Features:
• Multiple charge detection options      • 5 versions for 3-20 cell packs
   -dV (typical), dT/dt, 0dV       • Integral start timer to prevent
• Safety timer termination            initial, false -dV detection
• Fast charging cycle        • Reverse polarity/short circuit protection
• Charges NiMH or NiCd battery packs      • LED status indicator

Model number

Cell count

Input rating

Maximum output power

Trickle charge current

Leakage current (from battery
with mains off)

Start timer (no -dV detection)

Timer settings

Switch frequency

Temperature range

Efficiency (at 100% load)

Insulation class

Electrical safety

EMC standards

Input connection

Output connection

Dimensions/weight

452215 Series      

5 versions for 3-20 cells

Nominal 90-264VAC/47-63Hz

35W

100mA +/-50mA (10-20 cell: 50mA +/-25mA)

<1mA

3 minutes

Start, top off, & safety timer are factory programmed per application

40 kHz

-20ºC to +40ºC

ca 78%

II

UL 60601-1, EN 60601-1, EN 60950, EN 60335-2-29

EN 60601-1-2 (Medical), EN 61000-6-3 (Emission), EN 61000-6-1 (Immunity)

2 PIN IEC 320-C7 (input cordset not included)

NiCd: 2.5 x 5.5 x 9.5mm barrel plug, NiMH: 3 PIN DIN (other options available)

4.22” x 2.64” x 1.44” (107 x 67 x 36.5mm) / .55 lbs (250g)

Category               Specification

*other output connection options available upon request

4.22"

1.44"

2.64"
*2 position output connector shown, 3 position/others available




