

















TEMPERATURE CONTROL (OPTIONAL FEATURE)

If the charger is being used with temperature sensor (NTC - resistor
in the battery) it is possible to add control to the battery charging
process. If the battery temperature is too low (<0°C) at the start of the
charge cycle, the charger will charge with trickle charge current until
the temperature level is safe. This is indicated by intermittent red
flashes while the LED is green. The same will take place if the battery
temperature exceeds 40°C. The current will then remain low until the
temperature is at a level where fast charge can start.

If the temperature is too high (>60°C), the LED will show “error” by
flashing red and green lights intermittently. By using the temperature
increase control (+dT/dt), the charger will switch to top-off charge and
later to trickle charge the same way as charging with —dV control.

NOTE: The charger may be programmed with other temperature
parameters. See separate user manual or contact supplier
for additional information.

ZERO dV FEATURE

If zero dV has been activated, the charger will stop the fast charge
when the voltage has not increased the last 5 minutes. This feature
may be the only sensor, or it may be used in combination with
—dV and/or +dT/dt.

OUTPUT CONNECTOR SPECIFICATIONS

If charger is equipped with a 2.5 x 5.5 x 9.5 mm barrel plug, the
center position is positive.

If the charger is equipped with a 3 pin THERM.
DIN plug, please refer to illustration for
proper polarity.

Provided DIN plug (Lumber model #XS32)
mates with Lumberg model #XK32. PCS.
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